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(e) Delay of repair. Delay of repair of 
equipment for which leaks have been 
detected is allowed if the replacement 
equipment is not available provided 
the following conditions are met: 

(1) Equipment supplies have been de-
pleted and supplies had been suffi-
ciently stocked before the supplies 
were depleted. 

(2) The repair is made no later than 
10 calendar days after delivery of the 
replacement equipment. 

(f) Periodic report contents. For owners 
or operators electing to meet the re-
quirements of paragraph (b) of this sec-
tion, the following periodic report to be 
filed pursuant to § 65.120(b) shall in-
clude the following information for 
each process unit: 

(1) Batch product-process equipment 
train identification; 

(2) The number of pressure tests con-
ducted; 

(3) The number of pressure tests 
where the equipment train failed the 
pressure test; and 

(4) The facts that explain any delay 
of repairs. 

§ 65.118 Alternative means of emission 
limitation: Enclosed-vented process 
units. 

(a) Use of closed vent system and con-
trol device. Process units that are en-
closed in such a manner that all emis-
sions from equipment leaks are routed 
to a process or fuel gas system or col-
lected and vented through a closed 
vent system to a control device meet-
ing the requirements of § 65.115 are ex-
empt from the requirements of §§ 65.106 
through 65.114 and § 65.116. The enclo-
sure shall be maintained under a nega-
tive pressure at all times while the 
process unit is in operation to ensure 
that all emissions are routed to a con-
trol device. 

(b) Recordkeeping. Owners and opera-
tors choosing to comply with the re-
quirements of this section shall main-
tain the following records: 

(1) Identification of the process 
unit(s) and the regulated materials 
they handle. 

(2) A schematic of the process unit, 
enclosure, and closed vent system. 

(3) A description of the system used 
to create a negative pressure in the en-

closure to ensure that all emissions are 
routed to the control device. 

§ 65.119 Recordkeeping provisions. 
(a) Recordkeeping system. An owner or 

operator of more than one regulated 
source subject to the provisions of this 
subpart may comply with the record-
keeping requirements for these regu-
lated sources in one recordkeeping sys-
tem. The recordkeeping system shall 
identify each record by regulated 
source and the type of program being 
implemented (for example, quarterly 
monitoring, quality improvement) for 
each type of equipment. The records re-
quired by this subpart are summarized 
in paragraphs (b) and (c) of this sec-
tion. 

(b) General equipment leak records. (1) 
As specified in § 65.103(a) through (c), 
the owner or operator shall keep gen-
eral and specific equipment identifica-
tion if the equipment is not physically 
tagged and the owner or operator is 
electing to identify the equipment sub-
ject to subpart F of this part through 
written documentation such as a log or 
other designation. 

(2) The owner or operator shall keep 
a written plan as specified in 
§ 65.103(c)(4) for any equipment that is 
designated as unsafe- or difficult-to- 
monitor. 

(3) The owner or operator shall main-
tain a record of the identity and an ex-
planation as specified in § 65.103(d)(2) 
for any equipment that is designated as 
unsafe to repair. 

(4) As specified in § 65.103(e), the 
owner or operator shall maintain a 
record of the identity of compressors 
operating with an instrument reading 
of less than 500 parts per million. 

(5) The owner or operator shall keep 
records associated with the determina-
tion that equipment is in heavy liquid 
service as specified in § 65.103(f). 

(6) The owner or operator shall keep 
records for leaking equipment as speci-
fied in § 65.104(e)(2). 

(7) The owner or operator shall keep 
records for leak repair as specified in 
§ 65.105(f) and records for delay of repair 
as specified in § 65.105(d). 

(8) For instrument response factor 
criteria determinations performed pur-
suant to § 65.104(b)(2)(i), the owner or 
operator shall maintain a record of an 
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engineering assessment that identifies 
the representative composition of the 
process fluid. The assessment shall be 
based on knowledge of the compounds 
present in the process, similarity of re-
sponse factors for the materials 
present, the range of compositions en-
countered during monitoring, or other 
information available to the owner or 
operator. 

(9) The owner or operator shall keep 
records of the detection limit calibra-
tion as specified in § 65.104(b)(3). 

(c) Specific equipment leak records. (1) 
For valves, the owner or operator shall 
maintain the following records: 

(i) The monitoring schedule for each 
process unit as specified in 
§ 65.106(b)(3)(v). 

(ii) The valve subgrouping records 
specified in § 65.106(b)(4)(iv), if applica-
ble. 

(2) For pumps, the owner or operator 
shall maintain the following records: 

(i) Documentation of pump visual in-
spections as specified in § 65.107(b)(4). 

(ii) Documentation of dual mechan-
ical seal pump visual inspections as 
specified in § 65.107(e)(1)(v). 

(iii) For the criteria as to the pres-
ence and frequency of drips for dual 
mechanical seal pumps, records of the 
design criteria and explanations and 
any changes and the reason for the 
changes, as specified in § 65.107(e)(1)(i). 

(3) For connectors, the owner or oper-
ator shall maintain the records speci-
fied in § 65.108(b)(3)(v) which identify a 
monitoring schedule for each process 
unit. 

(4) For agitators, the owner or oper-
ator shall maintain the following 
records: 

(i) Documentation of agitator seal 
visual inspections as specified in 
§ 65.109(b)(3). 

(ii) For agitators equipped with a 
dual mechanical seal system that in-
cludes barrier fluid system, the owner 
or operator shall keep records as speci-
fied in § 65.109(e)(1)(vi)(B). 

(iii) Documentation of the dual me-
chanical seal agitator seal visual in-
spections as specified in 
§ 65.109(e)(1)(iv). 

(5) For pressure relief devices in gas/ 
vapor or light liquid service, the owner 
or operator shall keep records of the 
dates and results of monitoring fol-

lowing a pressure release, as specified 
in § 65.111(c)(3), or the date the rupture 
disk is replaced as specified in 
§ 65.111(e). 

(6) For compressors, the owner or op-
erator shall maintain the following 
records: 

(i) For criteria as to failure of the 
seal system and/or the barrier fluid 
system, record the design criteria and 
explanations and any changes and the 
reason for the changes, as specified in 
§ 65.112(d)(2). 

(ii) For compressors operating under 
the alternative compressor standard, 
record the dates and results of each 
compliance test as specified in 
§ 65.112(f)(2). 

(7) For a pump QIP program, the 
owner or operator shall maintain the 
following records: 

(i) Individual pump records as speci-
fied in § 65.116(d)(2). 

(ii) Trial evaluation program docu-
mentation as specified in 
§ 65.116(d)(6)(iii). 

(iii) Engineering evaluation docu-
menting the basis for judgement that 
superior emission performance tech-
nology is not applicable as specified in 
§ 65.116(d)(6)(vi). 

(iv) Quality assurance program docu-
mentation as specified in § 65.116(d)(7). 

(v) QIP records as specified in 
§ 65.116(e). 

(8) For process units complying with 
the batch process unit alternative, the 
owner or operator shall maintain the 
following records: 

(i) Pressure test records as specified 
in § 65.117(b)(7). 

(ii) Records for equipment added to 
the process unit as specified in 
§ 65.117(d). 

(9) For process units complying with 
the enclosed-vented process unit alter-
native, the owner or operator shall 
maintain the records for enclosed-vent-
ed process units as specified in 
§ 65.118(b). 

§ 65.120 Reporting provisions. 

(a) Initial Compliance Status Report. 
Unless the information specified in 
paragraphs (a)(1) through (3) of this 
section has previously been submitted 
under the referencing subpart, each 
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